
model SWR

Application Examples
For FA & Robotic Automation Products

High Accuracy 0.003mm

High Durability Two Million Cycles

Quick Delivery Immediately Delivered

Durability Test more than

with completed product inventory

Repeatability

KOSMEK Robotic Tool Changer

High-Performance Tool Changer
Exerts Full Ability of Robot
High-Performance Tool Changer
Exerts Full Ability of Robot

Highest-Grade Tool Changer
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▶  http://www.kosmek.com/
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・For connecting signal lines ・For connecting AC power

・For using under mist ・For using in a washing device

・For noncontact connecting ・For adding extra air ports

A Variety of Options

A Variety of Tool Changers

from 0.5kg Payload to 360kg Payload

0.5 ~ 1 kg

0.5kg

SWR0010

※ Only SWR0010 has repeatability of 0.005mm.

Applicable Payload

Recommended Payload

Model No.

1 ~ 3 kg

3kg

SWR0030

3 ~ 7 kg

7kg

SWR0070

7 ~ 12 kg

12kg

SWR0120

12 ~ 25 kg

25kg

SWR0250

25 ~ 50 kg

50kg

SWR0500

50 ~ 75 kg

75kg

SWR0750

75 ~ 120 kg

120kg

SWR1200

120 ~ 360 kg

230kg

SWR2300
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